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LIGHT DUTY MODEL LC-50

PRODUCT FEATURES & SPECIFICATIONS

IDEAL FOR LIGHT DUTY APPLICATIONS
 • Coffee shops
 • Convenience stores
 • Quick service restaurants
 • Assisted living or nursing stations
 • Business & Industry facilities

PRODUCT OVERVIEW
 • Foodservice design with the ease and flexibility of a household unit
 • Disposer mounting included with unit fits standard 3-1/2" to 4" 

(88.9 mm to 101.6 mm) sink opening — no welding required!
 • Standard wall switch operates the disposer
 • Automatic reversing motor for longer life and trouble-free operation
 • Stainless steel grind chamber
 • Cast nickel chrome cutting element
 • 15.9 kg shipping weight
 • 1/2 HP continuous-duty commercial motor 
 • 1725 RPM
 • Single Phase

COMMERCIAL DISPOSER FOR LIGHT DUTY FOODSERVICE USE

DIMENSIONS
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ELECTRICAL SPECIFICATIONS

  LC50 – 220-240V, 50 Hz, 375 watts, CE

IMPORTANT: The model LC-50 is designed 
specifically for light duty foodservice use. 
Use of this disposer in applications other than 
those named above may void your warranty.

NOTE:  Plumb 1-1/2" (38.1 mm) waste line to prevent standing 
water in disposer motor housing.
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